
Winding Wire : PVC Insulated EC grade copper
Bush : LTB4-Is :318
impeller : Poly Carbonate GNF 2.25% Glass Filled
Bowl : Poly Carbonate GNF 2.25% Glass Filled
Motor Pump Body : SS 204 
Motor Pump Shaft : SS 410
Stamping : CRNO/CRC m/45
Thrust Bearing : Carbon v/s SS And Teflone v/s SS
Pump Sleeves : SS 410

Rotor : EC Grade Copper Conductor
Suction & Outlet : FG 200
C.I Casting : FG 200

Range :
Range :
Head/ Discharge :
Rated Voltage :
Rated Voltage :
Maximum Temp. :

→ For domestic application- Household/  Restaurants
→ For Small farm irrigaion
→ Best Suitable for replacing Hand Pumps

Material of Constructions

Technical Details

0.5 Hp To 5 HP  Single Phase
1.0 Hp To 5 HP  Three  Phase
120 MTR /350 LPM

300v To 415v  Three Phase
180v To 220- Shingle Phase

85⁰ C

Application



V4 Pump Set  ISI QWALITY

Model API-CORA-1 RADIAL FLOW
D.PModel 

Type Sta
ge Out 

Let LP
M

Motor Rating

kw H.P 0 25 30 40 50 60 70
API-C1-10 0.37 0.50 10 1.25" 60 50 45 40 30 20 0
API-C1-15 0.55 0.75 15 1.25" 90 75 68 60 45 30 0
API-C1-18 0.75 1.00 18 1.25" 108 90 81 72 54 36 0
API-C1-20 0.75 1.00 20 1.25" 120 100 90 80 60 40 0
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Model API-CORA-2 RADIAL FLOW
Model 
Type Sta

ge Out 
Let LP

M

Model 
Type Sta

ge Out 
Let LP

M

D.P

Motor Rating

Motor Rating

kw H.P 0 30 40 50 60 70 80
API-C2-7 0.37 0.50 7 1.25" 42 35 32 28 21 14 0

API-C2-10 0.55 0.75 10 1.25" 60 50 45 40 30 20 0
API-C2-12 0.55 0.75 12 1.25" 72 60 54 48 36 24 0
API-C2-15 0.75 1.00 15 1.25" 90 75 68 60 45 30 0
API-C2-18 1.1 1.50 18 1.25" 108 90 81 72 54 36 0
API-C2-20 1.1 1.50 20 1.25" 120 100 90 80 60 40 0
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Model API-CORA-4 RADIAL FLOW
Model 
Type Sta

ge Out 
Let LP

M D.PMotor Rating

kw H.P 0 60 65 70 80 90 110
API-C4-5 0.37 0.50 5 1.25" 30 25 23 20 15 10 0
API-C4-8 0.55 0.75 8 1.25" 48 40 36 32 24 16 0

API-C4-10 0.75 1.00 10 1.25" 60 50 45 40 30 20 0
API-C4-12 0.75 1.00 12 1.25" 72 60 54 48 36 24 0
API-C4-15 1.1 1.50 15 1.25" 90 75 68 60 45 30 0
API-C4-20 1.5 2.00 20 1.25" 120 100 90 80 60 40 0
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V4 Pump Set  ISI QWALITY

Model API-CORA-5 RADIAL FLOW
Model 
Type Sta

ge Out 
Let LP

M D.PMotor Rating

kw H.P 0 80 85 90 95 100 125
API-C5-5 0.55 0.75 5 1.50" 30 25 23 20 15 10 0
API-C5-8 0.75 1.00 8 1.50" 48 40 36 32 24 16 0

API-C5-12 1.1 1.50 12 1.50" 72 60 54 48 36 24 0
API-C5-15 1.5 2.00 15 1.50" 90 75 68 60 45 30 0
API-C5-20 2.2 3.00 20 1.50" 120 100 90 80 60 40 0
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Model API-CORA-7 RADIAL FLOW
Model 
Type Sta

ge Out 
Let LP

M D.PMotor Rating

kw H.P 0 100 105 110 120 140 150
API-C7-6 0.75 1.00 6 1.50" 36 30 27 24 18 12 0

API-C7-10 1.1 1.50 10 1.50" 60 50 45 40 30 20 0
API-C7-12 1.5 2.00 12 1.50" 72 60 54 48 36 24 0
API-C7-15 2.2 3.00 15 1.50" 90 75 68 60 45 30 0
API-C7-20 3 4.00 20 1.50" 120 100 90 80 60 40 0

Model 
Type Sta

ge Out 
Let LP

M D.P

TO
TA

L 
HE

AD
 

IN
 M

ET
RE

S

Model API-CORA-10 RADIAL FLOW
Model 
Type Sta

ge Out 
Let LP

M D.P

Motor Rating

Motor RatingModel 
Type Sta

ge Out 
Let LP

M D.PMotor Rating

kw H.P 0 110 125 130 140 160 200
API-C10-5 0.75 1.00 5 2" 30 25 23 20 15 10 0
API-C10-8 1.1 1.50 8 2" 48 40 36 32 24 16 0

API-C10-10 1.5 2.00 10 2" 60 50 45 40 30 20 0
API-C10-12 2.2 3.00 12 2" 72 60 54 48 36 24 0
API-C10-15 3 4.00 15 2" 90 75 68 60 45 30 0
API-C10-20 3.7 5.00 20 2" 120 100 90 80 60 40 0
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V4 Pump Set  ISI QWALITY

Model API-CORA-12 RADIAL FLOW
D.PModel 

Type Sta
ge Out 

Let LP
M

Motor Rating D.PModel 
Type Sta

ge Out 
Let LP

M
Motor Rating

kw H.P 0 120 130 140 155 200 230
API-C12-4 0.75 1.00 4 2" 24 20 18 16 12 8 0
API-C12-7 1.1 1.50 7 2" 42 35 32 28 21 14 0
API-C12-8 1.5 2.00 8 2" 48 40 36 32 24 16 0

API-C12-10 2.2 3.00 10 2" 60 50 45 40 30 20 0
API-C12-12 3 4.00 12 2" 72 60 54 48 36 24 0
API-C12-15 3.7 5.00 15 2" 90 75 68 60 45 30 0
API-C12-20 4.5 6.00 20 2" 120 100 90 80 60 40 0
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Model API-CORA-18 MIX FLOW
Model 
Type Sta

ge Out 
Let LP

M

Model 
Type Sta

ge Out 
Let LP

M

Motor Rating D.PModel 
Type Sta

ge Out 
Let LP

M
Motor Rating D.P
kw H.P 0 180 220 240 260 360 450

API-C18-5 1.5 2.00 5 2" 25 23 20 18 15 13 0
API-C18-6 1.5 2.00 6 2" 30 27 24 21 18 15 0
API-C18-7 2.2 3.00 8 2" 40 36 32 28 24 20 0
API-C18-8 2.2 3.00 9 2" 45 41 36 32 27 23 0

API-C18-10 3 4.00 10 2" 50 45 40 35 30 25 0
API-C18-12 3.7 5.00 12 2" 60 54 48 42 36 30 0
API-C18-15 4.5 6.00 15 2" 75 68 60 53 45 38 0
API-C18-18 5.5 7.50 20 2" 100 90 80 70 60 50 0
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Model API-CORA-24 C.I BOWL ,NORLY IMPELLER MIX FLOW
Model 
Type Sta

ge Out 
Let LP

M
Motor Rating D.PModel 

Type Sta
ge Out 

Let LP
M

Motor Rating

kw H.P 0 200 240 260 280 400 500
API-MF18-4 1.5 2 4 2.5" 20 18 16 14 12 10 0
API-MF18-7 2.2 3 7 2.5" 35 32 28 25 21 18 0
API-MF18-8 1.5 3 8 2.5" 40 36 32 28 24 20 0

API-MF18-10 3 4 10 2.5" 50 45 40 35 30 25 0
API-MF18-14 3.7 5 14 2.5" 70 63 56 49 42 35 0
API-MF18-15 4.5 6 15 2.5" 75 68 60 53 45 38 0
API-MF18-18 5.5 7.5 18 2.5" 90 81 72 63 54 45 0
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Type Sta

ge Out 
Let LP

M


